
BAG FILTERS & HOUSINGS
FILTRATION SOLUTIONS 
For Data Center Cooling Systems

Reliable thermal performance starts with clean cooling loops. VYTAL Felt Bag Filters and 
MBB Multi-Bag Housings help remove particulate contamination from liquid cooling 
systems to protect pumps, heat exchangers, cold plates, valves, and other critical cooling 
infrastructure.

Designed for both system start-up and ongoing 
operation, VYTAL bag filtration solutions handle 
elevated contaminant loads during commissioning 
while providing cost-effective, low-maintenance 
filtration for long-term cooling loop protection. 
 
Custom configurations are available to meet specific 
flow and system requirements. 

THE RIGHT FILTRATION SOLUTION. EVERY TIME.

RELIABLE FILTRATION FROM 
COMMISSIONING TO OPERATION

STANDARD FELT FILTER BAGS
 
Manufactured in-house using advanced processes, 
VYTAL’s felt filter bags utilize high-quality, micron-
rated needled felt for durability and compatibility 
with modern cooling fluids and operating conditions. 

Surface treatments minimize fiber shedding, while 
reinforced seams are tested for strength and integrity 
to ensure dependable performance in closed-loop 
systems.



USA 
 

345 E Tulare Ave 
Visalia, CA  93277  
1-424-222-7619 
saleswusa@vytalusa.com  
www.vytalusa.com

CANADA EAST 
 

441 Applewood Crescent
Concord, ON  L4K 4J3 
1-888-233-1969 
salesec@vytal.ca 
www.vytal.ca

MBB MULTI-BAG BOLTED  
COVER HOUSINGS
	» Carbon Steel, 304SS, 316SS or 316LSS
	» Up to a 44 round
	» Swing Bolt Closure with Davit, Spring Assist 

and Hydraulic Lift
	» 150psi design pressure / 300F max temp
	» Designs to accept any mfg. bags, consult 

Vytal prior to ordering
	» Differential/Drain/Vent connections  

standard
	» Standard EPDM o-ring seal
	» Finish: 2-Part Epoxy on Carbon Steel, Acid 

Wash with Electropolish exterior on  
Stainless

	» ASME certification available

CANADA WEST 
 

3247 Roper Road NW 
Edmonton, AB  T6P 0G1 
1-877-456-5760 
saleswc@vytal.ca 
www.vytal.ca

STANDARD FELT FILTER BAG DESIGN DATA
Bag Size Surface Area Flow Rate* Volume

# sq. ft. sq. cm US GPM L/sec US Gal. Litres
1 2.25 2100 80 5 1.8 8.8

2 4.2 3900 150 9.5 4 17

3 0.65 600 25 1.5 0.35 1.4

4 1 925 50 3.1 0.6 2.5

(MODEL MBB) CONNECTION 
SIZE VS. PRESSURE DROP


